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SAFETY DATA SHEET
i IDENTIFICATION OF THE PREPARATION AND COMPANY

Product name SUPERGRIND PLUS

Application Water-extendible metal working coolant/lubricant concentrate, which is normally to be
diluted in water prior to use (typical dilutions 2-5% in water)

Supplier Morris Lubricants / Metcut Brand
Castle Foregate, Shrewsbury, SY1 2EL

Telephone No. +44 01743 232200

Emergency No. UK 01743 232200

2; COMPOSITION INFORMATION

This product is manufactured from synthetic surfactants and corrosion inhibitors with additional performances
additives.

Components include: Classification Concn Exposure
Limits

Alkanolamine esters and Xi; R36/38 25-60%

reaction products

Diethylene glycoal Xn; R22 1-10% TWA 23 ppm :
100mg/m’®

*NB: ‘R’ Risk Phrases are given in full - see Section 15

3. HAZARDS INDENTIFICATION

Health & Safety  The undiluted product is strongly irritating to the eye with a potential to cause corneal
injury if treatment is not prompt. The undiluted product may cause irritation to the skin,
which could become more intense if not promptly removed or if contact is frequent or
prolonged. Prolonged or repeated contact with over strength emulsions may lead to de-
fatting of the skin and/or skin irritation. Refer to section 11 — Toxicological information.
Products containing petroleum derivatives may not readily biodegrade in anaerobic
conditions and therefore can be environmentally persistent. For example, if large
quantities penetrate into the anaerobic soil layers. For further information refer to Section
12 — Ecological information.
Special Hazards During use, metalworking fluids may become contaminated with metal particles, metal
after use salts, other lubricants and microbiological contaminants. These may increase the irritancy
of the emulsions, and in some cases may be capable of inducing other additional hazards.
NB See note in Section 16 — Other Information.

Environmental

Established 1869

Morris Lubricants is a division of Paterson Enterprises Limited Shrewsbury

Registered in England No. 4930959

(LR ]

Certificate No. FM 21756 Certificate No. EMS 60044
BS EN 1503001 2000 BS EN 1SO14001 2004



Supergrind Plus
Page 2 of 6
SDS No: 1020
Rev No: 0

T M®@RRIS

LUBRICANTS

Eyes

Skin

Inhalation

Ingestion

5.

Flammability

Flash Point
Extinguishing
media
Products of
combustion

6.

Small spills
Large spills

Disposal of
spillage

003

Centificale No. FM 21756
BS EN 1508001 2000

Castle Foregate, Shrewsbury, Shropshire SY1 2EL
Telephone (01743) 232200 Fax (01743) 353584
www.morrislubricants.co.uk

FIRST AID MEASURES

Immediately wash eyes with plenty of clean water ensuring eyelids are held open. For
contact with undiluted product, obtain prompt medical attention. For diluted product,
obtain medical attention if irritation or redness persists, or as an additional precaution
Following contact with undiluted product, wash thoroughly with soap and water without
delay. Remove contaminated clothing and launder contaminated clothing before reuse. |If
irritation persists seek medical advice. If, in use, metalworking fluids give rise to irritation
or skin rashes, possible contamination and/or usage conditions may need to be
investigated.

For effects produced by over exposure, move to fresh air. If effects persist, obtain medical
advice.

DO NOT INDUCE VOMITING. Wash out mouth with water and obtain medical attention.
Milk or water to drink may be beneficial. Treat symptomatically. If product is aspirated
into the lungs (e.g. through vomiting), send to hospital immediately.

FIRE-FIGHTING MEASURES

High-energy sources may induce combustion of the undiluted product. The diluted
product does not support combustion.
>100°C (closed cup)

Small Fires: Foam, dry powder, carbon dioxide, sand or earth.
Large Fires: Foam or water fog - DO NOT USE WATER JETS

Combustion can produce a variety of compounds including: oxides of carbon and nitrogen,
water vapour and unidentified organic and inorganic compounds, some of which may be
toxic.

ACCIDENTAL RELEASE MEASURES

Prevent entry to drains or watercourses. Spillage's can be slippery. Soak in non-
combustible absorbent granules, sand or earth.

Bund using absorbent material sand or earth. Reclaim liquid directly or soak in absorbent
medium and transfer to a suitable, marked container.

Dispose via and authorised/licensed disposal contractor. Disposal must be in accordance
with local regulations and (in the UK) the Environmental Protection Act 1980 Part 2 -
Waste

STORAGE AND HANDLING

Avoid contact with eyes - wear chemical goggles when handling undiluted product. Avoid

skin contact with the undiksitbtispeddififi9 The use of an appropriate barfier gigam apd
after-work creams may be
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containers or in & fe?EH%SEﬁEfa‘HB Righug8p5KY Polyethylene containef
closable and clearly labelled.

Certificate No. EMS 60044
BS EN 15014001 2004






